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VS500�Main�Unit�Technical�Specifications

Vein�Detecting�Light�Source Near-infrared light

Infrared�Light�Wavelength Approximately 850 nm

Visible�Light�Wavelength Approximately 530 nm

Light�Radiation No

Battery Lithium-ion Battery, 3.6V, 4300mAh

Continuous�Run�Time 5 hours

Battery�Charge�Time�(Full) 3 hours

Power�Supply�Input 100-240VAV, 50-60Hz, 0.4A

Battery�Charge�Input 5VDC, 2A

Weight 420g

Dimension�(L*W*H) 210mmx60mmx60mm

Focusing�Distance Approximately 20cm±5

Display�Size 3 sizes

Brightness�Degree 5 degrees

Color Mode 5 Modes

Inverse�Mode Yes

Enhance/Fine�Mode Yes

Stand-by�Mode Yes

Low�Battery�Alarm Yes

Depth Mode Yes

Vein Image Storage and export Yes

USB port for data transfer Yes

Auto wake up function Yes

Distance sensor and hint Yes

Vein image center Line Yes

Accessory: Enhancer Yes

Optional stand: Fixed Stand 2 kinds

Optional stand: Mobile Stand Yes

The device is chargeable in the stand Yes

https://www.praxisdienst.com/en/Diagnostics/General+Diagnostics/Vein+Finders/VEINSIGHT+VS500+Vein+Finder.html

